
At the quarry entrance at 5550 Niles 
Canyon Road (pictured at left), the 
highway will be widened to allow a 
lengthened left-turn pocket and other 
features that bring the intersection 
with the quarry road up to current 
standards.  The quarry entrance is in 
the middle section of the project area, 
about two miles west of Sunol.  The 
highway’s southbound lane will be 
widened from 8 to 22 feet toward the 
Niles Canyon Railway and the north-
bound lane will be widened up to 17 
feet to the south. 

To accomodate widening at the quar-
ry entrance, two 
additional retaining 
walls will be con-
structed.  One will 
extend west from 
the quarry entrance 
for about 250 feet, 
reaching a height 
of seven feet.  The 
other will extend 
east from the quarry 
entrance for about 
650 feet and will 
reach heights up to 
12 feet.

TWO ADDITIONAL RETAINING WALLS

Viewpoint :  From quarry entrance looking west

Approximate wall  locations 

Traffic barriers are placed on top of slopes and 
walls to retain and redirect errant vehicles.  The 
barriers on top of downslope retaining walls which 
face the creek will now be stained solid concrete 
rather than metal-beam guardrail, as had been 
shown in simulations in the Draft Environmental 
Impact Report/Environmental Assessment.  This 
allows retaining walls to be constructed approxi-
mately three feet closer in to the roadway and 
away from the creek, and so will mimimize im-
pacts to the creek.

TRAFFIC BARRIER CHANGE

Metal-beam guard rail on Niles Canyon Road

Example of stained solid concrete traffic barrier, 
used here under a retaining wall.
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